












Inscriber® G7™ Specifications

HARDWARE
Chassis ........................................4U rackmount

Front-mounted, hot-swappable drive bays (8)
1+1 dual redundant hot-swappable power supply -
700 W
High CFM cooling for 24/7 operation

HxWxD ........................................7” x 19'' x 26.25'' (17.78 cm x 48.26 cm x 66.70
cm)

Weight.........................................71 lbs (32.2 kg)

CPU .............................................2x AMD Opteron 2220 2.8 GHz

GPU.............................................Dual-Head NVIDIA® FX4600/768

RAM ............................................4 GB DDR2-667 RAM

Disk Sub System...........................2 x 146 GB SATA system drives (RAID 1)
2 x 146 GB SATA media drives (RAID 1)

Clip Option ..................................8 x 146 GB SAS media drives instead (RAID 5)

Removable Drives ........................Recordable CD/DVD-RW drive for backup or system
restore 

External Ports...............................2 Gigabit Ethernet ports via RJ45
2 RS232 serial ports via DB-9 connector
4 USB 2.0 ports – back panel
2 USB 2.0 ports – front panel
4 RJ11 COM ports
1 MDR (Mini D Ribbon) GPI In port (16 inputs)
1 MDR (Mini D Ribbon) GPI Out port (8 inputs)

VIDEO
Supported Video Resolutions ........Serial digital component 4:2:2 video @ 

1920 x 1080: /60i/59.94i/50i
1920 x 1080: /30p/29.97p/24p/23.98p
1280 x 720: /60p/59.94p/24p/23.98p 
720 x 486 (525): /59.94i (ITU-R BT601) 
720 x 576 (625): /50i (ITU-R BT601) 

SMPTE Standards .........................SMPTE 292M, SMPTE 259M-C, SMPTE 272M

Video Inputs.................................Two serial digital (SD/HD) Program/Frame Grab
input: 4:2:2, 8/10 bit SDI (270 Mb/s @ 525/625 and
1.485 Gb/s for HD) 
One serial digital (SD/HD) Key input: 4:2:2, 8/10 bit
SDI (270 Mb/s @ 525/625 and 1.485 Gb/s for HD) 
One analog reference input: tri-level sync (HD) or
blackburst (SD) terminated/non-terminated under
jumper control

Input Levels..................................SDI: 800 mV P-P 
Analog Ref: 1 V P-P blackburst or 0.6 V P-P for tri-
level sync 

Input Impedance ..........................75 ohms 

Video Outputs ..............................One serial digital (SD/HD) Program/Fill output: - 4:2:2,
8/10 bit SDI (270 Mb/s @ 525/625 and 1.485 Gb/s
for HD) 
One serial digital (SD/HD) Key output: - 4:2:2, 8/10 bit
SDI (270 Mb/s @ 525/625 and 1.485 Gb/s for HD) 

Output Levels ..............................SDI: 800 mv P-P 

Output Impedance .......................75 ohms 

Audio Specifications .....................Four input/four output AES/EBU audio channels
through the unbalanced/BNC connectors on the
separate PC I/O paddle board.
On-board audio mixer 
3.5 mm stereo jack on faceplate for analog audio
monitoring 

Additional Features ......................All internal video processing at 12-bits component
4:2:2:4 (8-bit with 3D DVE option)
Video and audio bypass on HD/SDI program input-to-
output in the event of a power fail or application
reset 
Shaped or unshaped fill signal processing 
Internal watchdog timer to ensure hardware stability 
Monitoring and signal status LEDs
GPIO: 24 ports (8 outputs/16 inputs) TTL

Timecode .....................................SMPTE timecode reader 
BNC connector on the audio paddle board



ONE Company for Workflow Solutions Throughout the Media Chain
Harris is the ONE company delivering interoperable workflow solutions across the entire media delivery chain — providing
today’s broadcaster with a single, integrated approach to capitalize on the benefits of IT and mobile applications. By providing
unparalleled interoperability across our product portfolio, Harris is able to offer customers integrated solutions that improve
workflows, save money, enable new revenue streams and provide a migration path to emerging media business models. To
meet the evolving needs of broadcast, distribution, government agencies and entertainment businesses, Harris is the ONE
answer for change.

Service And Support
At Harris, we are committed to customer service excellence. It is our goal to provide the highest level of support by applying a
simple rule: We take ownership of helping our customers succeed. Our support teams consist of innovative technical experts who
support all situations regarding product performance, integration and operational processing. We are adept at providing proven
solutions, making workflows better and ensuring reliability of the product and system. At Harris, our experienced and dedicated
teams stand ready to help you meet your goals for premium product performance, 100% up-time and reduced maintenance
investment.

Warranty
Because we want to assure you that Harris stands beside its products and system solutions, our products carry a standard set
of warranty services, which are competitive with — and in some cases outperform — others in the industry.

Service Packages
We offer value-add services that allow you to customize the level of services you need in meeting mission-critical performance
levels. Our service package options offer many ways to upgrade your standard warranty by choosing the All-Inclusive OnePak,
or by selecting individual services from our extensive portfolio. Our service and support advisors can assist in the selection of
the individual services that best suit your requirements.

For more information, please visit www.broadcast.harris.com.

North America +1 800 231 9673

Caribbean and Latin America +1 786 437 1960

Europe, Middle East and Africa +44 (0) 118 964 8000

Asia, Pacific Rim +852 2776 0628
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